Magnesium alloy AZ61/fly ash microspheres (FAMs) syntactic composite foams were synthesised via powder metallurgy and microwave (MW) sintering techniques. MW sintering was rapidly completed in 20 min and minimized the formation of brittle interfacial products. Effect of FAMs on the density, microstructure, and corrosion resistance of the alloy were investigated. FAMs were intact and fairly distributed in the microstructure of the foams. Corrosion behaviour in 3 wt.% sodium chloride solution showed that Tafel polarization curves shifted to lower current densities as the volume fraction of FAMs increased. This indicated that FAMs generally enhanced the corrosion resistance of the foams due to minimal galvanic interaction and reduction in the surface area of the material exposed to the corrosion medium.
Introduction
Lightweight energy absorption materials are required in many engineering applications, such as in aerospace, automobile, and railway. Magnesium (Mg)-based foams exhibit low density, high specific strength and large compressive deformations, making them ideal materials for lightweight energy absorption applications [1, 2, 3] . Mgbased syntactic foams incorporate hollow ceramic particles, such as fly ash microspheres (FAMs), which form the closed-cell structure exhibited by such syntactic foams. Unlike other closed-cell foams that are synthesised by the aid of gasreleasing agents, syntactic foams are characterised by higher moduli and strengths, due to the support offered by the shells of the fly ash microspheres [1, 4] .
Mg-based syntactic foams fabricated via the powder metallurgy (PM) processing technique require one or more sintering stages, which can be accomplished via conventional and non-conventional sintering approaches. Conventional sintering involves extended sintering time of several hours and this increases the tendency for the formation of brittle interfacial products between FAMs and the matrix [1, 5] . These products adversely affect strength [6] and may probably exacerbate corrosion problems. Thus, microwave (MW) sintering has emerged as an important nonconventional alternative. MW sintering is a rapid sintering process where heating occurs due to the interaction between electromagnetic waves and the dipoles in a material. This heating process is rapid and significantly reduces energy consumption and processing time [7, 8] . As a result, MW sintering can minimize unwanted interfacial reactions between FA particles and the matrix.
Mg-based syntactic foams have high potentials to be used in the automotive and aerospace industries. Although many studies have been dedicated to investigating some of their mechanical [1, 9, 10] and electromagnetic shielding properties [11] , studies on their corrosion behaviour are grossly lacking. In the past, some authors have investigated the corrosion behaviour of some Mg-based foams [2, 12] , albeit with conflicting conclusions. Using sodium chloride (NaCl) solutions, Xia et al. [12] show that closed-cell AZ31 foams have higher corrosion resistance than the base alloy. The authors report that AZ31 foams have finer and continuous corrosion precipitates that are distributed along the grain boundaries, thus limiting corrosion to within the grain boundaries. On the contrary, porosity is reported to exacerbate the corrosion of Mg foams in NaCl and phosphate buffered saline (PBS) solutions [2] .
Studies on the corrosion behaviour of Mg-based syntactic foams are limited [13, 14] . In a study focusing on Mg alloy AZ91D syntactic foams containing hollow glass microspheres (HGM), the authors report that the syntactic foam samples show improved corrosion resistance in 3.5% sodium chloride (NaCl) solution compared with the base alloy. This is attributed to the presence of HGMs, which reduce the overall surface area of the matrix [14] . Similarly, silica nanospheres are reported to enhance the corrosion resistance of Mg in both Hank's buffered saline and PBS solutions [13] .
Mg-based syntactic foams have potentials to be used in some structural applications where they may be exposed to some corrosive media. These few studies [13, 14] are insufficient to adequately establish their corrosion behaviour. Therefore, more studies are required to provide further information and knowledge on their corrosion behaviour, especially for those prepared via powder metallurgy (PM) approach. The present study, therefore, seeks to contribute to the body of knowledge in this field and elucidate the effect of fly ash microspheres on the microstructure and corrosion behaviour of Mg alloy AZ61/fly ash syntactic foams. The foams are synthesised via PM and microwave (MW) sintering techniques. MW sintering is shown to be rapid with the attendant advantage of minimising the formation of brittle interfacial products. The corrosive medium is 3.5 wt.% NaCl solution and potentiodynamic polarisation technique is used to determine the corrosion properties of the samples.
Corroded surfaces are further characterised by a scanning electron microscope (SEM).
Materials and methods
The matrix material was AZ61 Mg alloy powder (w50 mm; Tangshan Weihao Magnesium Powder Co., Ltd., China) while fly ash microspheres, FAMs (Ø 100e250 mm; Hebei DFL Minmet Refractories Corp, China) were used as space holders for forming the closed cell structure. Fig. 1 shows the SEM images of FAMs and AZ61 powder. The FAMs are mostly spherical in shape, although a few broken and irregularly shaped ones could be seen in the micrograph (see the arrows in Fig. 1(a) ). AZ61, on the other hand, appeared flaky in Fig. 1(b) . FAMs are chemically made up of alumino-silicate minerals, comprising Al 2 O 3 (33e38 %), SiO 2 (56e62 %), Fe 2 O 3 (2e4 %), and some other metallic oxides in minor proportion [1] . The density of FAMs was 0.70 g/cm 3 and were pre-treated with 1 M KOH More details about the sintering set up can be found in a previous report [1] . The densities of the sintered samples are determined by mass-volume relationship.
X-ray diffraction (XRD) analysis of the sintered samples were done to determine the intermetallic phases present. This was done at a scanning speed of 4 /min on a Rigaku SmartLab XRD machine using a Cu Ka radiation (l ¼ 1.54056 A).
For corrosion test specimens, samples were cut into rectangular shapes using an electrical discharge machine (Acro Star II WEDM, Acro Machinery & Electric Co., Ltd., Taiwan) and embedded in cold-setting epoxy resins by exposing a rectangular area of w0.35 cm 2 . The exposed surface was mechanically ground with silicon carbide (SiC) paper up to a grit of 1200 using 1 mm diamond paste and finished with 0.25 mm diamond paste. The samples were ultrasonically cleaned in 95% acetone.
Electrochemical polarisation tests were performed on a Parstat 2263 Advanced Electrochemical System (Princeton Advanced Research) The polarisation test was performed in a corrosion cell containing 150 ml of 3 wt.% NaCl solution (pH ¼ 7.25) using a standard three-electrode configuration. Reference electrode was the saturated calomel electrode (SCE), counter electrode was graphite, while the working electrode was the test specimen. The potential was scanned from À2600 to À800 mV at a scanning rate of 5 mV/s. All the tests were carried out at room temperature (23 AE 2 C). After the corrosion tests, microstructural examination of the corroded surfaces was undertaken using a scanning electron microscope (SEM; JEOL JSM-6490) equipped with an Oxford Instrument energy dispersive X-ray (EDX) facility.
Results and discussion
AZ61/FAM syntactic foams are successfully fabricated via PM approach and rapidly sintered in a MW furnace in 20 min. This rapid sintering technique is significantly shorter than the conventional sintering durations reported in some previous studies.
For instance, conventional sintering durations of 120 min [15] and 360 min [16] are reported for open-cell Mg-based foams. Compared to these two studies, MW sintering time reported in this present study is significantly shorter by w17% and w6%, respectively. This reduced sintering time is advantageous in reducing energy consumption, increasing production rate, and minimizing the formation of undesirable interfacial phases. A study reports a 17 min MW sintering time for Mg/FAM syntactic foam [10] . However, the sintering temperature is 640 C, about 14% higher than the temperature utilised in the present research. Although a high sintering temperature enhances diffusion, it nevertheless increases the propensity for the oxidation of Mg [3, 16] and reaction with FAMs. and r th are the sintered density of the sample and its corresponding theoretical density, respectively. It is expected that AZ61/40% FAMs should exhibit a lower density (or a higher porosity) than AZ61/20%, but the reverse is observed in Table 1 . This may be due to the crushing of some FAMs during the compaction of green samples (see Fig. 2 ). As FAMs are crushed and compacted, their density approach that of a fully dense material and may contribute to increment in the density (or reduction in porosity) of the syntactic foam samples. This is similar to the reports in some previous studies [9, 10] . In melt-processed syntactic foams, this discrepancy is attributed to the filling of FAMs by molten metal during processing [18] .
It can also be observed from Table 1 that the sintered densities of the syntactic foams are lower than their theoretical densities. This can be attributed to the low compaction pressure utilized in forming the foams. PM processing requires a high compaction pressure to densify PM products and minimize interparticle porosity. However, this will damage the hollow FAMs and defeat the goal of realizing lightweight syntactic foams. Therefore, there is a trade-off between achieving a dense material (i.e. minimizing interparticle porosity) and preserving the structural integrity of the FAMs. This observation and postulation are in accordance with findings from some earlier studies [1, 19] . SEM micrographs of sintered AZ61 and AZ61/FAMs syntactic foam samples are shown in Fig. 2 . The surface of AZ61 in Fig. 2(a) shows a few interparticle porosity, as indicated by the black arrows. Some FAMs are enclosed within the black, dotted circles, while crushed or distorted FAMs are marked with an "X". It is evident from the micrographs that a large number of the FAMs are intact after the sintering process and their spherical shape (as shown in Fig. 1(a) ) are largely preserved. The crushed/distorted FAMs are believed to have come from the as-received FAMs (see arrow in Fig. 1(a) ) while some may have been crushed during the compaction process of making the green samples. FAMs generally have thin shells, which are weak and susceptible to cracking and fracturing during the compaction of green samples. Similar features have been observed in some earlier studies on powder metallurgy processed syntactic foams [1, 5] . Other than FAMs, some interparticle pores, which are indicated by some arrows, are also present in the micrographs. These arise due to the low compaction pressure utilised in pressing the samples. On the other hand, an unoptimized compaction pressure will lead to significant damage of the FAMs.
X-ray diffraction patterns of AZ61 and AZ61/FAMs syntactic foams are shown in (1), (2) , and (3)) as reported in Refs. [1, 20] :
In Eq. (1) Eq. (3). Despite that these reactions occurred, no discernible outgrowths are observed in the interface between FAMs and the AZ61 matrix, as shown in a typical high magnification micrograph of the interface in Fig. 3(d) . This is in contrast with the observation reported in a previous study [20] , wherein significant outgrowths of Mg 2 Si could be seen at the interface. The result of the present investigation strongly suggests that the rapid microwave sintering process minimised these reactions and any Mg 2 Si formed is not resolved at the magnification used for imaging the samples.
Polarisation curves of the samples are shown in Fig. 4 . Typically, the cathodic portion of the polarisation curve is related to the evolution of hydrogen as water is reduced, while the anodic portion corresponds to the dissolution of Mg in aqueous solution. Furthermore, it is widely accepted that Tafel curves of materials that exhibit more positive corrosion potential (E corr ) and lower corrosion current density (i corr ) show enhanced corrosion resistance compared with materials that exhibit opposite behaviours [21] . It is noted that the curves are shifted to lower current densities as the volume fraction of FAMs increases in the syntactic foams. Pure AZ61 exhibit a current density of 2.86 mA/cm 2 , which reduces to 2.79, 1.83, and 0.48 mA/cm 2 for 20%, 30%, and 40% FAMs, respectively. Similarly, the corrosion potentials (E corr ) generally follow the same trend. While the E corr of AZ61 is À1462.04 mV, syntactic samples exhibited more positive values (À1412.60 and À1171.76 mV for 30% and 40% FAMs, respectively). Nevertheless, AZ61/20% FAMs syntactic sample shows an E corr value of À1478.82, which is lower than that of AZ61. A summary of the polarization data is shown in Table 2 . exhibit galvanic coupling with the matrix. Such reinforcements include graphene [22] and carbon nanotubes [23, 24] . However, FAMs are largely made up of non-conducting and insulating alumino-silicate minerals [25] . Thus, the CR of the syntactic foams are lower than that of pure AZ61 due to the absence of galvanic interaction between FAMs and AZ61 matrix [26] and reduction in the active matrix area (due to the presence of FAMs) exposed to the corrosion medium [14] . Moreover, this observation agrees with CR reported in some earlier studies on Mg alloy AZ91D/hollow glass syntactic foam samples [14] , Mg reinforced with hollow silica nanospheres [13] , and Mg reinforced with in-situ MgO and Mg-Zn intermetallics [21] . Thus, this corrosion product may be a mixture of MgO and Mg(OH) 2 . MgO, on the other hand, can be further hydrated to form Mg(OH) 2 [21] . Hence, Mg(OH) 2 is regarded as the most common corrosion product on Mg matrix [26, 27] . According to Ref. [22] , the formation of Mg(OH) 2 can be summarised as shown in Eqs. (4), (5), and (6): 
Moreover, some cracks are visible from the micrograph in Fig. 5(a) , however, heavy outgrowths of Mg(OH) 2 crystals appear to cover many of these cracks. Similar features can be seen in the micrographs of the syntactic foam samples in Fig. 5 products that are occasionally destroyed by chloride ions [28] and may be used to qualitatively assess the corrosion resistance of the syntactic foams. It is observed that there is a reduction in the prevalence of these cracks as the volume fraction of FAMs increase. This is an indication of higher corrosion resistance in the syntactic foam samples compared with the AZ61 matrix and that FAMs generally enhance the corrosion resistance of the samples. This result agrees with the corrosion rate presented in Table 2 .
Conclusions
Lightweight AZ61/fly ash microspheres syntactic foams were successfully synthesized by powder metallurgy and microwave sintering techniques. The microstructure and electrochemical characterizations of the syntactic foams were investigated and reported. The following conclusions are derived from the results of these experimental investigations:
(1) Microwave sintering is a rapid processing technique that could be harnessed for time and energy savings, as well as minimizing the formation of interfacial reaction products in AZ61/FAMs syntactic foams.
(2) Significant weight reduction of about 23% could be achieved by incorporating fly ash microspheres into AZ61 matrix.
(3) Microstructural examination revealed that fly ash microspheres were intact, largely undamaged, and fairly distributed in the matrix of the syntactic foams.
(4) Although XRD results indicated the formation of some intermetallic phases, the absence of such phases in the microstructure suggested that microwave sintering minimised such reactions.
(5) Results from electrochemical characterization in sodium chloride solution showed that Tafel polarization curves shifted to lower current densities as the volume fraction of fly ash microspheres increased in the syntactic foams.
This suggested that fly ash microspheres generally enhanced the corrosion resistance of the alloy due to the absence of a galvanic interaction between the microspheres and AZ61 matrix.
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